
INSTRUCTIONS FOR PRINTING FILE  –   TIN CAN

INFORMATION
•	 Printed in CMYK with Fogra 39 colour profile
	 on uncoated paper.

•	 Colors specified in PMS will be printed according
	 to the nearest CMYK mixture. Therefore, keep in 		
	 mind that deviations to the PMS-scale may occur.

•	 The color displayed on the screen may differ from 	 	
	 the color at the finished print.

•	 On repeat, there may be a nuance difference in the 		
	 color from the  previous print.
		
•	 We reserve the right to use a photo of the completed 	
	 product photograph as reference material.

MARKING
Regulation (EU) No 1169/2011 on the provision of food 
information to consumers, Chapter IV on mandatory 
food information, Section 1, Article 9(1)(f) and shall 
bear the minimum sustainability date and contact 
details of the food business operator responsible for 
food information.
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PRINT FILE
•	 Use our print template.
	 Print template includes 5 mm bleed, background 	 	
	 color or picture must be filled out all the way to the 	
	 template edge.

•	 Use CMYK colour system.

•	 Deliver a high resolution pdf-file 
	 (min. resolution 300 dpi).

•	 Do not include print-marks and bleed marks in 	 	
	 pdf-file. 

5 MM BLEED IS INCLUDED IN PRINT-FILE.
BACKGROUND COLOR OR PICTURE MUST BE FILLED OUT
ALL THE WAY TO TEMPLATE EDGE (RED DASHED LINE)


